Vzdialene pripojenie ku strojceku

Vzdialene pripojenie ku strojceku riesi pripojenie ku strojcekom ktore su u zakaznika.

Pripojenie riesi konfiguraciu:
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PC1- PC u zzakaznika

PC2 – PC programatora/PC helpdesk/ine v emteste

Uzivatelsky pristup:

pc1# ssh -g -R2222:ip strojka:22 login_iniciovanie_tunelu@router-EM
pc2# ssh -p 2222 login_strojcek@router-EM
napr.: 

pc1# ssh -g -R2222:192.168.12.60:22 helpdesk@sly.emtest.sk
pc2# ssh -p 2223 

 HYPERLINK "mailto:root@sly.emtest.sk"
root@sly.emtest.sk
Program ssh je moznost pouzit v operacnom systeme linux, alebo vo windowse cez cygwin. Pre uzivatelov operacneho systemu windows je moznost pouzit program putty.

Putty PC1nastavenie tunnels a session
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po potvrdeni tychto navolenych parametrov spojenia si putty vypyta login a heslo.

Login vytvoreny pre tento ucel je helpdesk a heslo ***** :-)

(Login a heslo je potrebne konzultovat so spravcom siete emtest – Michal Trunwalter). Po tomto kroku je uz sluzba ssh forwardnuta na router emtest.

Technologicke riesenie:

Uzivatel na PC1 inicializuje tunel na emtest router prikazom ssh -p 2222 ssh -p 2222 

 HYPERLINK "mailto:root@localhost"
root@localhostlogin_strojcek@router-EM

 HYPERLINK "mailto:login@router-vlastny"
.  Po tomto prikaze je mozno prihlasit sa na strojcek z routra EM(toto spojenie je pristupne len z routra z interface localhost ). Pre zpristupnenie strojceka z lan je potrebne port forwardnut na vnutorny interface. To sa vykonalo pomocou programu rinet. 

Konfiguracny subor programu rinet
sly:~$ cat /etc/rinetd.conf
#
# this is the configuration file for rinetd, the internet redirection server
#
# you may specify global allow and deny rules here
# only ip addresses are matched, hostnames cannot be specified here
# the wildcards you may use are * and ?
#
# allow 192.168.2.*
# deny 192.168.2.1?


#
# forwarding rules come here
#
# you may specify allow and deny rules after a specific forwarding rule
# to apply to only that forwarding rule
#
# bindadress    bindport  connectaddress  connectport
192.168.10.3    2223    localhost       2222

# logging information
logfile /var/log/rinetd.log

# uncomment the following line if you want web-server style logfile format
# logcommonKonfiguracny subor rinetd
Po tomto kroku je uz strojcek pristupny zo siete lan emtestu prikazom ssh -p 2223 

 HYPERLINK "mailto:root@sly.emtest.sk"
root@sly.emtest.sk

 HYPERLINK "mailto:login@router-vlastny"
 , alebo cez putty (prihlasenie sa cezputty: zalozka session, hostname(ip)- 192.168.10.3, port-2223, protocol-ssh). Po potvrdeni volby si program putty/ssh vypyta login a heslo. login-je login na strojceku napr. root a k nemu adekvatne heslo.

Podobnym sposobom je moznost forwardnud aj ine beziace sluzby ns strojceku napr. http
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